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Manuf.: Reime GmbH Date:
UUT: Flammenpilot 25.06.2013

SNR: 20130625

Spec.: EN61000-4-2
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EMS
Electrostatic discharge
EN61000-4-2

Manuf.: Reime GmbH Date: 26.06.2013
UUT: Flammenpilot Temp.: 22 °C
SNR: 20130625 Hum.: 41 %

Generator: PESD 3010 Imm. test level:  1  2  3 4 X
Ui [kV] air: 2 4 8 15
Ui [kV] cond: 2 4 6 8
No. of pulses: 10 10 10 10

No. Location Ui [kV] Pol. Air Cond Crit. Remarks
1 Direction X 8 + A C.P.
2 Direction X 8 - A C.P.
3 Direction Y 8 + A C.P.
4 Direction Y 8 - A C.P.
5 Direction Z 8 + A C.P.
6 Direction Z 8 - A C.P.
7
8
9
10
11
12
13
14
15
16
17
18
19
20

Rem.: C.P. = Coupling Plate.
No changes in performance. Crit. A.

Date: 28.06.2013
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Manuf.: Reime GmbH Date:
UUT: Flammenpilot 25.06.2013

SNR: 20130625

Spec.: EN61000-4-3
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EMS
Electromagnetic Susceptibility
EN61000-4-3

Manuf.: Reime GmbH Date: 25.06.2013
UUT: Flammenpilot Temp.: 21 °C
SNR: 20130625 Hum.: 30 %

Generator: SME06 Imm. test level:  1  2  3 4 X
Amplifier: 7200LC-CE, 5182 EI [V/m]: 1 3 10 30
Antenna: LPA20-2000, BHA-1-6
Dist. [m]:  1  3  10

No. f [MHz] Pol. Ang. [°] Crit. Remarks
1 80-1000 H 0 A
2 80-1000 V 0 A
3 80-1000 H 90 A
4 80-1000 V 90 A
5 80-1000 H 180 A
6 80-1000 V 180 A
7 80-1000 H 270 A
8 80-1000 V 270 A
9 1000-4000 H 0 A
10 1000-4000 V 0 A
11 1000-4000 H 90 A
12 1000-4000 V 90 A
13 1000-4000 H 180 A
14 1000-4000 V 180 A
15 1000-4000 H 270 A
16 1000-4000 V 270 A

Rem.: No changes in performance. Crit.A.

Date: 28.06.2013
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EMS
Electromagnetic Susceptibility
EN61000-4-3

Manuf.: Reime GmbH Date: 25.06.2013
UUT: Flammenpilot Temp.: 21 °C
SNR: 20130625 Hum.: 30 %

Generator: SME06 Imm. test level:  1  2  3 4 X
Amplifier: A340/CJ EI [V/m]: 1 3 10 30
Antenna: BHA-1-6
Dist. [m]:  1  3  10

No. f [MHz] Pol. Ang. [°] Crit. Remarks
1 4000-6000 H 0 A
2 4000-6000 V 0 A
3 4000-6000 H 90 A
4 4000-6000 V 90 A
5 4000-6000 H 180 A
6 4000-6000 V 180 A
7 4000-6000 H 270 A
8 4000-6000 V 270 A
9
10
11
12
13
14
15
16

Rem.: No changes in performance. Crit.A.

Date: 28.06.2013
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Manuf.: Reime GmbH Date:
UUT: Flammenpilot 25.06.2013

SNR: 20130625

Spec.: EN55014
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EMC
Electromagnetic compatibility
EN55014

Manuf.: Reime GmbH Date: 25.06.2013
UUT: Flammenpilot Temp.: 22 °C
SNR: 20130625 Hum.: 40 %

Rad.: Receiver: 8572A
Amplifier: -
Antenna: LPA20-2000
Dist. [m]:  1  3  10
Rem.: -

Cond.: Receiver: -
Amplifier: -
LISN: -
Rem.: -

Rem.: Compliant EN55014. See plots.

Date: 28.06.2013
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Manuf.: Reime GmbH Date:
UUT: Flammenpilot 25.06.2010

SNR: 20130625

Spec.: EN55014 (rad.)
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Manuf.: Reime GmbH Date:
UUT: Flammenpilot 25.06.2010

SNR: 20130625

Spec.: EN55014 (rad.)

raapkes
Markering


	P001 Flammenpilot Cover.pdf
	P002 Flammenpilot EMC Testplan.pdf
	P020 Flammenpilot EN61000-4-2 Testsetup.pdf
	P021 Flammenpilot EN61000-4-2.pdf
	P030 Flammenpilot EN61000-4-3 Testsetup.pdf
	P031 Flammenpilot EN61000-4-3.pdf
	P032 Flammenpilot EN61000-4-3.pdf
	P140 Flammenpilot EN55014 Testsetup.pdf
	P141 Flammenpilot EN55014 Rad&Cond.pdf
	P143 Flammenpilot EN55014 Plots.pdf
	P145 Flammenpilot EN55014 Plots.pdf

